
SECTION C-C

SECTION E-E

SECTION B-B

SECTION A-A

DETAIL  D

DETAIL  F

C

C

E

E

B

B

A A

D

F

3866.70 mm

C27 STRAIGHT - HEX

SCW70 LOCATED 1m DS FROM CENTER OF STRAIGHT

MAX H FAN @ 0.1% PD = 10.15 mrad

MAX V FAN @ 0.1% PD = 1.47 mrad

 

+/-0.375 mrad ADDED TO FANS FOR AIE

80.77 mm

16.44 mm

12.75 mm

62.58 mm

1874.30 mm

5741.00 mm

ID SHIFTED

1.00m DS

20.43 mm

4.16 mm

.1272°

[2.2 mrad]

3/19/19

2042.80 mm

3.91 mm MAGNET 

CLEARANCE

2.50 mm

.6245°

[10.9 mrad]

ID FAN WITH

0.375 mrad/SIDE ADDED

MAX FAN FROM CABS

(WITH 2.0mm/SIDE)

USER FAN 4.35mrad

8825.11 mm CENTER OF DEVICE

(ADD 1.0m TO CETNER OF STRAIGHT)

9533.85 mm CENTER OF DEVICE

(ADD 1.0m TO CENTER OF STRAIGHT)

11323.78 mm CENTER OF DEVICE

(ADD 1.0m TO CENTER OF STRAIGHT)

.2704°

[4.7 mrad]

2.25 mm

CABS TRIM

PLUS 2.0mm

90.00 mm

45.00 mm

1.58 mm

1.94 mm

USER BEAM

.2492°

[4.35 mrad]

.1776°

[3.1 mrad]


